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I, INTRODUCTION

Recent experimental investigations of the problem of jet
noise fall within two main categories, 1In the first, a direct
~attempt is made to obtain a reduction of the radiated sound
by a modification of the jet flow, This includes the use of
secondary flows (Reference 1) or the alteration of the shape,
size or configuration of the standard circular nozzle
(Reference 2,3). A review of the various approaches to the
problem along these lines can be found in Reference 4, The
success of these attempté in significantly suppressing radiated
noiée has consistently been coupled with a large reduction of
jet thrust., These losses might be avoidable if more rational
suppressor design principles were established.

With thig in mind, the other course of investigation
involves a more fundamental attempt to determine the location
of the noise sources within jet flows, their relative importance
to the overall radiated field, and the mechanisms by which
noise generation occurs., Information of this type has been
obtained from detailed measuremenfs of the level and spectral
composition of the radiated sound in the far-field (as, for
-example, in References 5,6), by the use of directional micro-
phones to isclate the contribution to the radiated sound of
small regions of the flow (Reference 7), and by cross-correlation
between the radiated acoustic field and either the velocity

fluctuations (Reference 8) or the pressure fluctuations



(References 9-11) in the source field.

In addition, detailed studies of the level and spectral
distribution of the pressure fluctuations within small modél
Jet flows have been made by Nagamatsu and several associates
(References 12-14). Part of the ﬁresent investigation is |
directed toward a similar survéy of the static pressure
fluctuations within the cold supersonic jet flow exhausting
from a relatively large 7 inch exit,diameter_convergentf
divergent nozzle., The nozzle is designed to yield shock-free
(balanced) flow with a jet Mach number Mj=2. Both the flow
in this perfectly expanded case, and an overexpanded flow with
'Mj=1°8 are surveyed, o 7 _

An important aspect of the problem of jet noise which
could lead to a better understanding of noiée generating
mechanisms is the propagation of pressure disturbances in the
presence of floew., Research in this area has included a study
by Chih-ming and Kovasznay (Reference 15) of periodic wave
propagation across a two~dimensional layer of turbulence, ard
analytical investigations by Slutsky and Tamagno (Reference 16)
and Gottlieb (Reference 17) of the field due to an harmonic
source radiating from a itwo-dimensional region of flow, across
~a velocity discontinuity; intoe a medium at rest, Although the
last reference alsc includes results for the reverse case of a
source radiating into a region of flow from one at rest, the
use of an Iimproper boundary condition at the interface is

believed to invalidate the results for both cases, The problem



of a source within a cylindrical flow region was treated by
Slutsky (Reference 18), and was extended by Liu and Maestrello
(Reference 19) to the case of a real axisymmetric flow with
diverging boundaries, An experimental investigation of
: réfraction (Refereﬁce 20) hés included measuremeﬁts in the
acoustic far-field of a pure-tone point source located inside
a low speed jet-flo&. |

Mixing induced disturbances at the periphery of an axi-
symmetric jet flow not only propagate into the sorrounding
medium but also toward the centerline of the flow, A recent
ana1y51s by Ferri, Tlng and Werner (Reference 21) has shown
~that the non-llnear propagation of a 01rcumferent1al dlsturbance
at the edge of a cylindrical supersonic flow toward the axis
of the flow will exhibit effects such as focussing and
distértion of wave profile, (Also included iﬁ this investigation
is a study, in the same vein as those described in the previous
paragraph, of the propagation of an acoustic disturbance from
the core of a supersonic jet through the shear layer). An
experimental verification of these phenomena requires the
ability to first induce a known disturbancé at the edge of a
supersonic flow and then to observe the disturbance as it
‘propagates into the floﬁ. A méjor effort of the present study
is the development of the experimental procedures and -data
processing necessary to accomplish tnis; Although a method of
detecting a weak acoustic signal in turbulent airflows has

been investigated (Reference 22), its scope, as will be



discussed in Section IV, is rather limited.

The development of a signal tracing capability, as well
as its implementation to a mapping of the pressure fields
induced within the two supersonic jet flows described above by
‘a single acoustic disturbance at the periphery of the flows,
represents a continuation of the experimental program outlined

in References 23_and124.



II. EXPERIMENTAL FACILITIES AND PROCEDURES

A. Jet Facility

The axisymmetric. cold jet flows under investigation were
established through a convergent-divergent nozzle with a tﬁroat
diameter of 5.25 inches and an exit diameter of 7 inches (Fig. 1).
The settling chamber for tﬁe nozzle is a steel cylinder (7 £ft long
and 1.5 ft I;D.), closed at onelend with a blind flange, and
designed for a nominal pressure of 1600 psi. Air was supplied
to the chamberrfrom a 1700ft® bank at a maximum préssure:of
2000psi through three regulating wvalves (Fig. 2). The air
temperature ranged between T = 450-490°R depending on ambient
~conditions. The nozzle exhausted into an open space at a height '
of approximately 5 ft above the gfound. Also shown ih.Fig; 2 is
the laboratory coordinate systém referred to hereafter. '

Two jet flows were studied. In the first, thé chamber presQ
sure was maintained at 80 psia, yielding a mass flow of 40 lbm/sec
ahd a nozzle exit static pressufe of 10 psia. The shadowgraph
in Fig. 3 exhibits the initial shock structure. associated with
this overexpanded jet. The second configuration, which required
a chamber pressure of approximately 110 psia and a mass flow of
60 lbm/sec, had an exit static pressure equal to the ambient
atmospheric pressure. Assuming the same initial bank pressure'
of 2000 psi, maximum valve openings allowed for only 45 seéonds
of total running time in this balanced configurapion and

100 seconds in the former overexpanded one before bank pressure
-had to be re-established by a compressor. For both flow condi-
tions the exit Mach number Me = 2, being determined by the
nozzle geometry. Defining the jet Mach number, Mj' as the Mach
number that would result from an isentropic expansion of a
given chamber (total) pressure to atmospheric pressure, it is
clear that N, = 2 for the balanced jet, while M, = 1.8 for the

overexpanded Jjet.



B. Probes and Supporting Structure

Probes were supported in the flow by the structure shown
in-Fig.x4. A massive base'can be moved ddwh‘a‘lO ft long track
fixed to the ground and oriented along the x-axis, as well as
normal to this streamwise direction. A motorized mechanism
attached to the base allowed for a 13 inch vertical traverse
of the flow at a SPQed of approximately 2 in/sec. Two pressure
_pfobes'can be ﬁounted. eifher singly of togethér (separated by
1.5 inches in the vertical y-direction}, at the end of a knife-
edged wing (Fig. 5) which was then fixed to the top of the
traversing mechanism and extended into the flcw. The wing also
served to enclose the transducer cables. -

Static pressure flucﬂdatioh measurements were made using
two probes, both consisting of Kulite piezoresistive pressure
transducers (Type CQS125-100) housed in the ends of 6 inch long
stainless steel tubes fitted with Bruel and Kjaer #UA0385 ogive
ﬁose'cones; Fig. 5. . One tube has a constant % inch O.D. ana
the other a 3/g inch O.D. tapering to % inch. The transducer
senses the pressure in a cavity (formed by the B & K nose cone)
which is in contact with the outside pressure field through a
~wire mesh ring. A "blind," so0lid steel nose cone was constructed
for use in determining how large a part of the transducer output
signal was due to spurious, non-pressure noise such as that
resulting from vibration of instrumentation cables. Specifi-
cations for the two transducers, identified as #1 and #7, as
.wéll as a typical circuit diagram are presented in Fig. 6.
The-resonance frequency of 130 kHz indicates a flat (i;l db)
transducer frequency response of DC-40 kHz as shown in Fig. 7.
The Helmholtz resonance of the probe cavity mentioned above

should not significantly affect measurements within this range



of frequencies. It is believed that this resonance frequency
is much higher than the 20 kHz found in Reference 25§ for the
bavify of a similar 1 inch diameter B & K nose cone. In fact;
simple scaling considerations would indicate a fréquency on
the -order of 80 kHz. The sensitivities of the transducers

were verified using a 1 kHz pressure field of known level (154 &B).

C. Instrumentation

A diagram of the instrumentation set-up for recording the
transducer outputs and generating the acoustic signal to be
'traced through the flow is shown in Fig. 8. Thé output voltaée
of transducer #! was amplified and filtered by a Princeton
Applied Research amplifier (Model 113) which has a maximum gain
of 10*. The RMS level of the amplifier output was monitored on
a voltmeter. A Bruel & Kjaer Type 2606 measuring amplifier with
a maximﬁm gain of 96 db served the same purpose for the output
of tfansducer #7, its meter indicating the RMS level of this
output. Typical amplifier bhandpasses used were 30-300,000 Hz
on the PAR and 22.5-200,000 Hz ‘on the B & K. The low frequency
roll-offs were needed to eliminate the effect of 2 Hz mass flow
fluctuations (created by valve oscillation) on the measurements.
Both amplifier outputs were displayed onh a 2 channel oscillo-
scope and recorded on a 7-channel Honeywell 5600 tape recorder.

The system for genefating the acoustic signal consisted of
.a 100 watt Altec 290-E loudspeaker, with a 3 inch exit diameter
catenoidal horn, driven by a H-P 33104 function generator
{(operating inthe sine mode) through a Bogen 100 watt powef
amplifier. The sync output of the function generator acted as

an external trigger fo: a General Radio pulse generator (Type 1340).
The resulting pulse train, adjusted for proper amplitude, was



recorded along with the transducer outputs and served to synchro-
nize them with the loudspeaker generated signal. Tape recordings
were made primarily at 60 ips although a speed of 15 ips was also
used. The tranducer outputs were all simultaneously recorded both
in FM double extended mode and Direct mode. . The pulse train was

‘ récorded only in Direct mode. = At 60 ips, the recorder bandwidth
is DC~40 kHz for FM and 300-300,000 Hz for Direct. At 15 ips
thése become DC-10 kHz and 100-75,000 Hz, respectively._ When the
traversinq mechanism was used, a marker signal locating the posiQ:
tion of the probe along the y-axis in the flow was recorded in FM
mode.

Basically, three experimental procedﬁres were followed to
acquire data. With one of the probes located at various fixed
positions inside the jet, 15 to 20 second recordings were made
of the transducer output at each position. The RMS level of the
static pressure fluctuations represented by this putput was deter-
mined from an on-line reading of the appropriate meteér, while the
recordings were later analyzed to obtain the spectral distribution
of the fluctuations. Again with only one probe, the traversing
mechanism was used to vertically scan the static pressure fluc-
fhations across the jet, . " In this case the transducer
output was recorded during the scan along with a signal marking
the approximate position of the moving probe. 1In the last pro-
cedure, the set-up for which is shown in Fig. 9,.both probes
(separated by 1.5 inches in the vertical direction) were placed
"in the field of the acoustic signal generafor (located 4 inches
below the centerline of the nozzle and 2 inches downstream of
the exit). The two transducer outputs were recorded both with
and without jet flow. In the former case, 40 seconds of data
was recorded to allow the subsequent processing to separate the

acoustic signal from the jet pressure fluctuations.



The syétems used to analyze the recordings are shown in
Fig. 10. The jet traverse recordings were played through the
ﬁMS circuit of ttke B & K measuring amplifier and then displayed
on the oscilloscope together with the marker signal, thus giving
a trace of RMS level of static pressure fluctuations vs position
traversed along the y-axis. In all other cases, RMS playback
levels were monitored on a voltmeter. 'Spéctral'distfibutipns
of the recorded static pressure fluctuations at various points
in the flow were obtained using a General Radio narrow band
wave analyzer (Model 1900a) linked to a General Radio (Model
‘1521—B) graphic level recorder. The signal recovery procéssingv
was accomplished by feeding the recorded transducer pick-ups in
the field of the acoustic signél generator into one of the
channels of a Saicor SAI-42 cofrelation,and probability analyzer
operating in the enhance (ensemble averaging) mode. In this
mode, 100 values of the incoming signal aré éampled (at a
predefined increment), aigitized and added to 100 memory bins
each time a trigger pulse, of prescribed amplitude and duration,
is sensed at the EXT SYNC terminal of the analyzer. These
external triggers were provided by the pulse generator being
itself triggered by the recorded synchrouizaﬁion pulse train.
This procedure was followed because the pulse amplitude required
by the analyzer is greater than that which can be recorded,
and also due to the fact that some distortion ocdcurs to the
~pulses in the recording/playback process. Thus, the pulse
_qenerator served, in a way, to transform the recorded pulse
train into one having the reguired properties. At the end
of the processing, the levels in the 100 bins of the analyzer

were displayed across the oscilloscope screen and photographed.



An electronic simulation of this signal recovery process-—
ing was carried out using the system éhown in Fig. 11, A
General Radio (Type 1390B) random noise generator served to
simulate the jet static pressure fluctuations while the
sinusoidal output of the function generator represented thé__
acoustic trace signal. The two were summed and filtered by
the PAR 113 operated in its differential amplifier mode.
The resulting sum'wés handled as if itwere the amplified output
of a transducer in the flow with the exception that recording
was bypassed in some of the simulation studies. The meter could

be used to monitor the RMS levels of the noise and signal,

separately or combined.

10



III. STATIC PRESSURE FLUCTUATION MEASUREMENTS

A. General Remarks

Prior to dealing with the primary objectlve of thlS inves-
tigation, which was to develop and implement a procedure for
exterﬁélly injecting aﬁd‘fﬁen tracing an acoustic signal through
the jet flow, a surveylwéé made of fluctuating static pressure
levels in the flow.  This survey was useful in two respects.

It first of all provided a good idea of the sort of background
noise levels which would have to be contended with in recovering
the injected signal, and secondly, it furnished some significant
data aimed toward a localization of possible noise producing
sources in supersonic jets; Although such measurements are common
in the literature, as for example in References 10-14,26,it is
also common to find these studies employing flows exhausting from
nozzles with exit diameters on the order of 1 or 2 1nches. Con—
sidering the probes ordinarily used, this leads to a ratio of

jet dlameter to probe diameter in the range 4-10. For the
present investigation this ratio is 28, thus substantially
decreasing the eérrors in measurement due to changes in the pres-
gsure field induced by the introduction of the probe in the flow.
The effects of the probe wing support shown in Fig. 5 should be
small due to the limited upstream influence in the superscnic
flow regimes of the jet; and was minimized stil; further by
making most of the measurements of this survey using only the

" upper, more slender probe‘(housing transducer #1), thus elim-
inating the bulky structure required to support the lower probe.

The validity of using the B & K ogive nose cones, described
in‘Section IT and shown in Fig. 5, to accurately represent the
static pressure fluctuations in subsonic and transonic flow has
recently been verified (Reference 1l) with the use of an inter-

secting laser technigue which does not require any obstructions

11



t0 be placed in the flow. It was also found that in supersonic
flow there is a complex structure of weak shocks attached to the
nose cone which would tend to give extraneously high pressure
fluctuation measurements. But of three nose cones tested, the
B & K was found to yield the most consistent results. It should
- be added that any vibration of the probes would tend to aggra-
vate tﬁese problems of induced pressure disturbances, although
such effects would Be primarily confined to relatively low
freqﬁencies.

In general, the measured pressure fluctuations at a point

-

% in the flow can be separated into several terms:

Pmeas(x't} B(x, ) pprobe(x’t)4_Pvib(x't) pelec(t)

(III-1)

where p(;,t) is the true jet static pressure fluctuation (i.e.,

the exCursioﬁ from the mean static pressure, P(gﬁ): P (;,t)

is the pressure disturbance induced by the presence o?rzii probe
and support as discussed above; and pvib(;,t), Pelec(t) are
pressure equivalents of electrical noise induced by vibration
of the transducer and cables, and by the measuring electronics,
respectively. By a procedure to be described, the overall RMS
level of the third term above was found to be typically about

22 dB below that of the sum of all the terms. Tﬁe noise floor
‘of transducer #1 and its amplifier was 125 dB (in. equivalent
pressure level re. 0.0002 uBar), while for transducer #7 it was
122 dB. This put the fourth term at least 35 db below any of
the measured levels. Thus, the disturbance created by the pres-
ence of the probe, particularly in the supersonic regions of

the jet, is likely to be the most significant source of error

in the measurements. (An estimate, éither experimental or

12



analytical, of the magnitude of this error is beyond the scope
of the present study although some attempts have been made by
previous.investigators (e.g., References9 & 1l1)). All of the
above components of the measured pressure fluctuations are
assumed to be stationary random functions of time.

It should be noted that error considerations of this kind
are not of criticaloimportance for the signal tracing aspects
of this investigation.” In that case, the measured pressure
fluctuations will consist of the injected acoustic signal, as
sensed by the transducer, plus a random component attributable
‘to the various sources descriﬁed in the previous paragraph.
The individual contributions to this random noise background
are significant only in the sense that they increase the total
REMS level thus lowering the effectiveness of the signal recovery
processing.

In what follows, the static pressure fluctuation level
(SPFL) at a point %x in the flow is calculated according to
the formula, | '

- Prms(x)

SPFL(x) 20 log10 ——Er“"—f ds : (I11-2)

i

where 7 . "
‘ / t

- t
pms(x) g Proas X7 ) dat

and p_ = 0.0002 pbar = 2.9 x 1077 psi.

13



A distincﬁion is made from ordinary sound pressure level {SPL)
since besides acoustic disturbances the static pressure fluctua-
tions in a flow also include aerodynamic disturbances convected
along streamlines.

All the static pressure fluctuation (and acoustic signal
tracing) measurements for this study were made in the plane

z =20 IFig. 2).

B. Static Presssure Fluctuation Levels
" in the Overexpanded Jet

A somewhat simplified illustration of the jet fiow exhaust-
ing from the nozzle with an overexpanded exit static pressure of
10 psia is pfesented in Fig. l2a. The léngths of the supersonic
core and supersonic mixing zone were determined from equations
empirically derived by Nagamatsu and Horvay (Reference?2? )
which express these lengths in terms of the jet Mach number
(in this case, Mj = 1.8). The position of the sonic line zlong
the jet centerline was approximately verified by a series of
pitot and static pressure probe measurements. = It was also
assumed that the jet spreads initially at a total angle of 12°.

The variation of overall SPFL along the centerline of:
this jet is shown in Fig. 13. Due td the supersonic exit Mach
number, a point on the centerline does not "see" the nozzle
lip or any part of the subsequent mixing layer until it is a£
least about one nozzle diameter (b) downstream of the exit.
Conseqguently, the levels méasured at X/D < .5 give a good
indication of the pressure fluctuations existing in the flow,
before it exhausts into the atmosphere, due to upstream
turbulence created in the valves and settling chamber and to
radiation from the nozzle boundary layer. The high levels

~ 165 dB) obtained in this region are not surprising since

14



thererwas no attempt made to gquiet the flow entering the nozzle
.by the use of screens or flow straightnérs. Such a procedure
becomes necessary when the details of the far-field radiated
sound due to the Jjet alone aré sought (as is the case, for
example, in Reference 6 where upstream disturbances were
lowered to negligible levelg)?lsince the jet is overex@ahded”the
supersonic core willVCOntain a .cell structure of shocks and expan-
sions which is partially shown in Fig. 12a. Where the conical
shocks of this structure converge on the centerline, a small Mach
disc is formed, the first of which can be seen in the shadowgraph
of Fig. 3. Very marked increases in pressure fluctuation level
were found near both of the first two of these discontinuties,
that is, at */D = .5 and /D = 2. A‘The level was also found to
vary erratically ( + 3 dB) during the couarse of .a measurement

at each of these positions. Such phenomena could have been

the result of some interaction between the weak shocks attached
to the probe and the Mach discs, especially when the probe is
vibrating, of due to the convection of the high level upstream
disturbances through the jet shock structure. If the latter is
the more important effect, as is believed to be the case at

least for the overall increase in level, these regions could be
significant sources of radiated hoise. The remaining measure-
ments made along the centerline indicate an increase in level

up to a maximum at about 9 diameters downstream qfﬁthe exit
(i.e.,the end of the supersonic core), and a fall-off afterwards.
Similar results were obtaiﬂed by Nagamatsu and Sheer (Reference .
14 ) for an Mj = 1.4 flow from a 1 inch exit diameter convergent
nozzle. Using a specially designed 1/8 inch probe, they found

a peak static pressure fluctuation level on the jet axis also

15



at the end of the supersonic core (i.e., at épproximately 7
diameters). An absolute comparison of levels cannot be made
‘since the results are presented there in‘terms of RMS voltage
outputs of the transducer.

Spectral densities of the static pressure fluctuations
at?selected points along the jet centerline are presented in
Figs. 14-20. The initial distribution (X/D = 1, Fig. 14)
shows that there is‘a.significant'amount-ofulqw frequency
(50-300 Hz) energy at the outset of the flow. This could be
due to both long wavelength disturbances originating in the .
settling chamber and to low fregquency mass flow fluctuations.
The pressure fluctuations at this position were analyzed for

'high frequency content and show that, beyond 30 kHz, com?lex
resonance phenomena begin to occur, The strong peak at
70 kHz, for example, recurs in évery spectrum analyzed at

“-this frequency and is thought to be the Helmholtz resonance
of the nose cone cavity. A comparisdn of this first spectral
distribution with the one at ¥/D = 2 (Fig. 15) shows an
ﬁnusual increase in energy at almost all fregquencies of -
Between 5 and 10 dB. Recalling that this is the approximate
'posit%on 0f the second Mach disc in the flow, it is possible
that such a discontinuity serves to locally amplify upstream
disturbances. The steeper fall-off in energy above 4 kHz
(10 dB/octave as compared to the previous 7 dB/octave) would
‘seem to indicate that this amplification loses its effective-
ness at the higher frequencies or perhaps is extremely local-
izea spatially. The two peaks at 1200 and 1700 Hz are unigque
to this position (X/D = 2) among those at which measurements

were made.

16



Except for the spectrum at */p = 2.6 (Fig. 16) which is
Basically similar to that at */D = 2 (other than actually
contains less total energy), those remaining along the center-
line show a regular increase in energy within the range 50-2000 Hz
up to the end of the supersonic core (¥/D = 8.6, Fig. 18), and '
then downward shifts in this same range for the two beyond this .
‘point (Figs. 19 & 20). At least two sdurces are beliaved to .
contribute to the gfowth of energy within this range of frequen-
" gles. First there are the disturbances (largely below 300 Hz)
originating upstream of the nozzle which seem to be transmitted
énd reinforced by the shock cell structure of the supersonic
- core, and second there are the pressure fluctuations on the
centerline induced by the jet mixing whose'contribution to
frequencies below 2000Hz should increase with distance down-
stream since the length scale of mixing increases. (It is
difficult to determine from the spectra whether the shock
sfructure also serves to amplify theée nixing induced '
fluctuations.) The importance of the supersonic core to the
first effect can be seen in the one spectral distribution at
a considerable distance downstream of the core-(x/D = 15,7,

Fig. 20). Compared to the distribution near the core tip

“(Fig. 18) there is a sharp drop, as.high as 12 dB at 70 Hz,

iﬁ the eneréy of frequencies between 50 and300 Hz, while for

- frequencies above 500 Hz the drop is less pronounced (3 of~4dBL
‘lThié would indicate that the very low frequency disturbances
prqpagating through the core region of the jet cannot be
sustained, or are dissipated, once mixing begins to occur.

The general subsidence of fluctuations over all frequencies

is accounted for by the decreasing mean flow velocity in this

now fully turbulent region of the jet.
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Above 2000 Hz all the latter spectra show a fall-off of
energy at an almost constant rate of 8 or 9 dB/octave with
minor shifts in level as the measuring position is varied.

To determine the degrée to which spurious electrical
noise induced by the vibration sensitivity of the transducer
and cables affected these results, a seriés of measurgments'
were made at ¥/D = 2.6, the spectral analyses of which are
~shown in Fig. 21, The uppermost curve is the spectfal distri-
bution of the static pressure fluctuations measured at this
point by the probe fitted with the usual B & K nose cone.

Its similarity té one obtained previously at this position
(Fig. 16) is an indication of the reproducibility of the
results. The two lower distributions are of transducer output
signals obtained with the B & K nose cone . replaced by one which
seals-off the transducer from the jet pressure fluctuations
(see Fig. 5 }. BAs indicated, some pressure disturbances_(
particularly at frequencies below 500 Hz) were feaching-the
transducer until the threads by which this "blind" nose cone
was attached to the probe were sealed with a silicone com-—
pound. With this accomplished, it could be seen from the
lowermost curve that, over a wide range of frequencies, the
spectral distribution of the electrical noise induced by
vibration was at least 20 dB below that of the sfatic pressure
. fluctuations at this poaition. It is possible that, even with
the precautions taken, some pressure disturbances were still
being transmitted through the "klind"” nose cone toc the trans-

ducer, in which case the estimate above is conservative.
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The overall measured levels in the two cases were 144 dB and
166 dB. The conclusions reached here are valid for other
measurments in the flow since the general vibration level
was not noticed to change appreciably with position.

The spectra of the static pressure flucturations measured
- within the supersonic core of the overexpanded jet (Figs. 14-17)
all contain a strong peak at a fregency which varies between.
800 and 900 Hz. It is thought that this is a manifestation of
the phenomenon known as supersonic screech, that is, the
coupling of some discrete upstream disturbance with thé shock
structure of the jet through a feedback loop. The spectral
density of the radiated sound field at a distance of 10 feet
from the ndzzle exit and an angle of 45° from the centerline
is included as Fig. 22 to lend support to this conclusion.
Measured with a separate acoustic microphone and amplifier,
the radiated sound clearly shows a screech frequency (or
shock tone) at about 800 Hz. The reasons for the variation
in the frequency at which the peak occurs were not established.

The variation of overall SPFL with vertical distance from
the centerline (Y/D), at selected downstream stations, is
presented in Figs. 23a-b. The initial profiles show peak
fluctuations occuring in the jet mixing region. There are
rapid decreases in level outside the flow, while the interior
is characterized by regions of constant level around the
centerline. The sharp fise in fluctuations near the centerline
at */D = 2 has been discussed previously in relation to the
flow discontinuity which exists at this position. Here it can
be seen that the effect is very local in terms of the trans-
verse direction to the flow. The tendency for the mixing

region peaks to first move in toward the centerline and then
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to diverge outward is an indication of the initial contraction
of the flow streamlines resulting from the overexpanded nozzle
exit pressure of 10 psia. Although there is a general trend
in these initial profiles for the level to rise for all Y/D as
the downstream distance increases, this occurs at an accelerated
rate in the core of the jet until at X/D = 8.6 the most intense
static pressure fluctuations along the cross-section are found
near the centerline;: Beyond this point, near the end of the
supersonic core, the flow becomes fully turbulent and the jet
centerline is also the center of mixing. The last two profiles
show more even distributions of level across the flow and a
decreasing trend with distance downstream. Considering the
increased diameter of the jet (i.e., 3D or more) and the high
levels of fluctuating pressure existing over much of the area,
this section of the jet, downstream of the core tip, would
probably make the largest contribution to the radiated sound
field. '

A recent investigation (Reference 28) éf a small Me2=2
jet has included profiles of RMS hot-wire voltage fluctuations
in the flow. The similarity in the'shape and development of
these profiles to those measured here would perhaps call for
an examination of the relationship hetween the two measured

properties of the jets.

C. Static Pressure Fluctuation Levels in the Balanced Jet

The changes that occur in the jet flow field when the
nozéle exit static pressure is raised from 10 psia to the
level of the ambient atmospheric .préessure are depicted in
Fig. 12b.  Besides the disappearance of any finite flow
discontinuities in the superscnic regions of the jet, the

entire flow structure is elongated in the streamwise
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x~direction. Again, the extent of the various regions of
flow were determined according to the results of Reference 27,
The measurements made in the overexpanded jet were basically
repeated for this now shock~free, balanced jet and are pre-
sented in Figs. 24 - 33.

The first,‘that.of the variation of overall SPFL along
the centerline of the jet (Fig. 24), shows that the initial
level of static pressure fluctuations (mainly originating
‘upstream of the nozzle exit) is approximately the same as
before ( ~ 165 dB). Missing, though, are the strong peaks
in level near the exit which were previously associated with
the shock structure of the overexpanded jet. After a similar
increase with distance downstream, a makimum level of about
171 dB is reached between */D = 9 and 12. Although this again
corresponds to the approximate position of the superscnic core
tip ( i.e., ¥/D = 10), the maximum level is now 6 dB lower than
that'obtained, at /D = 8.5, along the centerline of the over-
expanded jet (Fig. 13). Thus even with the 33% lower mass flow,
the static pressure fluctuations along the centerline of the
overexpanded jet are genérally higher than those for the
balanced jet. This is_directly relatable to the shock struc-
ture present in one flow and not in the other. It is interesting
to note that at /D == 15, where the effects of the shock struc-
ture are not as important, the levels in the two’ jets are about
the same ( ~ 170 dB).
| There are some striking differences in the spectra obtained
fof the two flows. The original low fregency (50-300 Hz) con-
tent in the static pressure fluctuations is still present as
can be seen in Fig. 25. But now, in the shock-free flow,

the energy within this band of frequencies does not grow
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appreciably with distance downstream. For example, at 50 Hz
there is a 4 dB variation among all the measured positions
while, previously, a growth in level of 20 4B occurred, at
this frequency, from X/D = 1 to . ¥/D = 8.6. With this very

low frequency effect absent, the contribution of the jet

" mixing to the static pressure fluctuations oh the centerline
can be more clearly identified. Before the rapid fall-off

in energy at high freguencies, a "shoulder" can be seen to
exist in all the spectral distributions. - Besides growing

in level consistently with each position further downstream,
this "shoulder" is centered about a monotonically decreasing
frequency for each such position. At ¥/bD = 1 (Fig. 25) it is
located around 1500 Hz with a level of approximately 120 4B,
while at ¥/D = 15 (Fig. 31) its center fregquency is more like
350 Hz and its level has almost reached 140 dB. It has already
been mentioned that, as the mixing region of the jet increases
in size, the pressure disturbances created would reasonably
be expected to contain energy at correspondingly decreasing
frequencies. The shifting frequency above is a clear
demonstration of this effect. The strong peaks bhetween

800 and 900 Hz that appeared in the spectra for the over-
expanded jet are also now missing. This is more support for
the previous conclusion that the peaks are associated with a
shock-related phenomenon (screech). For high fréguencies,

the spectral distributions behave similarly for the two flows.
Excgpt for the first (Fig. 25) which falls—dff above 4 kHz at
7 dB/octave, all the distributions in the balanced jet

(Figs. 25 - 31) show a decrease in energy above 3 kHz at a

constant rate of 8 or 9 dB/octave.
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The profiles of overall SPFL at various cross sections
of the balanced jet (Figs. 32 & 33)also show significant
changes. The first three profiles are basically the same
with the only change being that the peaks in level occurring
in the mixing layer of the jet are located in line with the
nozzle lip since the flow now exits more or less parallel to
the centerline. The sharp rise in level at X/D = 2 near the
centerline, previously associated with the Mach disc present
at that position, no longer exists. Although the profiles
again show a pattern of increasing levels with distance down-
stream, the shift of the peak to the centerline does nbt occur.
What is seen instead is a broadening of the peaks as the mixing
region grows in size. Even after the flow is believed to have
become fully turbulent (i.e., ¥/D > 10), the highest lewvels of
static pressure fluctuations occur at some. distance off-center.
The remarkable growth of the very low frequency energy along
"the centerline of the overexpanded jet, which does not take
place here, is thought to be responsible for the special
éignificanceiﬁmacenterline has to the profiles in that flow.
As the turbulence becomes fully developed and the mean flow
velocity drops, the profiles in both flows (i.e., at */D=15)
become rather flat and show a trend toward decreasing levels.
The broader peaks in the profiles of the balanced jet,
combined with its longer flow dimensions, should cause it to
‘have a more intense radiated field than the overexpanded jet,
even with the many local areas of very high static pressure
fluctuations present in that flow. There is a certain amount
of speculation involved in these conclusions concerning the

radiated fields of the two jets since a direct relationship



has not been established between the distribution of static
pressure fluctuations within a jet flow and its radiated
sound field.

Due to the limited number of measurements in this survey
of the static pressure fluctuations in the two flows, the
results are intended to show only general trends. A detailed
investigation of the phenomena observed here would require

a more extensive series of measurements.
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1Vv. ACQUSTIC SIGNAL TRACING IN SUPERSONIC JET FLOWS

A. Basis for Signal Recovery Processing

As discussed in the Introduction, an experimentél study
of the propagation of pressure waves in the interior of a jet
flow, with the intention of discerning effects such as refrac-
tion of ray trajectory and nonlinear distortion of wave profile,
requires a means of measuring certain properties of a trace
signal which has become a relatively small component of the
pressure fluctuations at a point in the flow. The parameters
of interest for such a deterministic signal are its amplitude,
relative phase (or time delay)., and spectral composition
(i.e., signal shabe). The variation of signal phase at various
sets of nearby points in the flow could be used to yvield wave-
front orientations, and thus, to trace the path of ray trajec-
tories. Changes of signal shape during propagation would be an
obvious indication of nonlinear distortion, while any detected
incréaseAin amplitude for a circumferential distribution of
signal sources would serve to verify the focussing phenomena
theorized in Reference 21 . These last two manifestations are
of course related since pressure amplitude is a governing
factor in the nonlinear steepening of compression waves.
Strictly speaking a single temporal disturbance of reasonable
form and duration could yield the information required to
investigate these effects, but as a practical matter, the
_separation or recovery of this trace signal from the high
level random pressure fluctuations present in the jet can only
be realized if it is periodic.

" Leaving the actual physical situation for the moment,
the problem can be stated as follows. Given a function of

time,
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i"(t) = §(t}) + N(t) , _ {Iv=-1)

which is the sum of a periodic, deterministicsignal (S} with
period T, and stationary random noise (N), how does one extract
a useful representation of the signal (i.e., determine any of
its unknown parameters) if the RMS amplitude of N{t} is much
greater than that of S(t)? The problem is, in a general sense,
one of filtering, that is, the removal of as much of the obscur-
ing.noise as possible from F{(t). This procedure could be char-
acterized as a transformation 4, such that

F(t) = f[F(t)] = g(t) + n(t) (IV-2)

where againﬁn(t) is stationary random noisge. The effectiveness
of such a procedure would be typified by the improvement in
signal-to-noise ratio (SNR) from Srms/Nrms to Srmé/nrms'
More geénerally, instead of the signal S(t) with some noise,
the transformation could be such as to yield directly some
required property of S(t) with an error, e.g., the amplitude
df onelof its frequehcy components.

With this in mind, some of the possible approaches to the -
problem are frequency filtering, auto and cross correlation,
or ensemble averaging. The first method involves filtering
out all fregquencies in the spectrum of F(t) except those in a
~narrow band which includes either the fundamental frequency,
£f= l1/7, of the signal or any of its harmonics. If the spectrum
of N(t) is spread over a sufficiently wide range of frequencies,
this filtering would considerably increase the signal-to-noise

ratio thus allowing a more accurate measurement of the ampli-

tudes of the spectral components of S({t). Although this
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method qould thus be used to obtain an approximate signal
shape and amplitude, it does not yield any phase information.
The theory of filtering, as well as certain aspects of |
correlation technigues, are dealt with thoroughly in -
Reference 29 for application to problems in radio engineer-
ing. Of course,a very large literature exists in the field.
The use of correlation methods is practical when S(t)

is a sinusoidal signal Acos 27ft. By calculating the average
auto-correlation of the function F(t)

| 1 ot |

Rop (r} =3 IO .F(t) F(t-T) dt (IVv-3)

for t', T — ®; or the average cross-correlation of F(t) with

some reference signal,-sl(t) =2’ cos (27ft + ®},

!

. t . ;
Rps (1) = %,j F(t) 8’ (t-7) at | (TV~4)
o

for t' ~ © it is shown in Reference-zz.thét

- 1,2
RFF(T) 2 A" cos 2TET (;V~5)
and
1 ’
RFS’(T) - '2‘.AA cos (27fr + @) , (IV-6)

‘where ¢ is a relative phase. These results are obtained under
the condition that the noise, N{t}, has a zero mean and is
uncorrelated with the signals S(t) and s (t). In most circum-

stances, these conditions are readily satisfied. Thus the
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auto-correlation procedure leads to an estimate of the sinu-
soidal signal amplitude A, while cross-correlation yields both
A and the phase, ¢, of the unknown signal relative to some
chosen reference. The shortcomings are that, besides not pro-
viding any phase information, the éuto—correlation processing
requires a long delay time T, and that both techniques are not
readily applicable to periodic signals of arbitrary harmonic
composition. For an initial signal-to-noise ratio of -20 db,
Smith andLambert (Reference 22 ) using a 1000 Hz signal and an
analog correlator obtained improvements in SNR of 20 db for
‘auto-correlation and 40 db for cross-correlation.  Typical
improvemeﬁts using frequency filtering are on the order of

30 db. Ensemble averaging, as it is applied in this investi-
gation, involves the sampling of one-hundred equally spaced
values of the function F(t) a certain number of times, K.

The resulting sequence of values,

(k)

Fi = F(tk + i&g) i=0, 1, ..., 99
k=1,2,...K (Iv-7)
is summed according to
K K K
_ K e
Fo=3Y g Ko Z sk 4 Z ¥ i-0,1,...99
i ya i i i
k=1 k=1 k=1 ,
(Iv-8)

. In the above, &t is the sample increment and tk is the time

when sampling of the k-th set of 100 values of F(t) is begun.
The success of this method depends on choosing the tk's such
that they are synchronous with the periodicity, T, of the

signal S(t), that is,
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= . + — = . s by Iv-g
t, td (k-1)T k=1, 2, K ‘ { )

where td is a relative time delay which can be related to a phase,
©, by ¢ = 27 td/T. Since the sampling of F(t) is continuous,

it is assumed fhat the timé to sample each 100 values, 100 L,

iz less than o¢ne period, T, which is the separation between each

t (If this is not the case, .a factor must be introduced into

k.
Egq. IV-9 making the separation between the tk's a certain
multiple of the period depending on the duration 100 At).

In this way, it can be seen that the seguence of sampled values

Sik) = ‘ S(tk + i) will be independent of k since, for
a given i, S(tk +.18L) =aS(td + i4z) for all k., It follows that,
« ‘
= (k) : ‘
= +
F, = KBS E: Ny i =0,1,:..,99 (TV-10)

k=1

where Si is now a 100 point representation of a cycle of S(t).
This can either be a small portion of the cyele or an almost
compiete cycle depending on &t, Assuming that N(t) is
stationary random noise, uncorrelated with S(t), and with
zero mean, the second term in Eg. (IV-10) will grow in ampli-
tide as a function of K at a rate which will depend on the
degree of correlation between'Niky)‘and Nika) where kl # ka.
In the case of coherence (as was arranged between the Sik's))

the sum grows linearly with K, while for incoherence it grows

like + KI This can be seen by forming,

K 2 K K
Fo T TR g
i i i
k=1 = =1
: 2 K
- ST T a0
‘ i + .1 i
k=1 . k=1L
KA L
The sum of the cross-terms tends to zero for large K if ka)
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and N(L} are incoherent. Therefore,

ZN'———>+/Z

k=1

L

2
N K
Nj

e ""/ Z[(k)

or

(Nrms

Thus in the case of a SLgnal buried in

method of recovery vields the signal amplitude (¥ Iaa

relative phase (¢), and shape TSi)

to~noise ratio of,,

or of
20 loglo J K’=10 1og10 K db
When S(t) is a sinusoid, it would
the effectiveness of this technique by
. frequency filtering discussed earlier.

filtering the spectrum of F(t) outside

the frequency of the signal, the total

subsegquent ensemble averaging would be

30

(I"I'fll)

does not depend on i since N(t) is stationary).

incoherent noxse thls
1 92 2
£7 S.

i=0 i

),

with an improvement in signal-

LTV-12)

be possible to increase
combining'it with the
That is , by first

a band which includes

SNR improvement after

significantly higher



than that obtained by the use of this method alone. Iﬁ the
general case, however, of a signal with harmonic components,
the relative phase shifts induced between the components

by electronic filters would make the results unacceptable for
subsequent ensemble averaging. The wider filter bandwidth
required to pass all the harmonics would also diminish the
advantages of filtering. For these reasons, the use of filter-
ing in conjunction with ensemble averaging was not considered

further in this investigation.

B. Flectronic Simulation Results

To investigate the parameters involved in the procedure,
just described and to calibrate the physical system to he used,
a simulation was made with the set-up shown in Fig. 1l.. The
random noise, N(t) was simulated first by electronically
generated "pink" noise, and then separately by "white" noise .
filtered outside the range 1000-3000 Hz. The signal, S(t),
provided by the function generator was a sinusoid with a period
¢ =180 Usec (f.E 5500 Hz). The signal and noise were.summed
by the differential amplifier and then fed into the digital
analyzer operating as an ensemble averager. Under these con-
trolled cbnditions, it was possible to measure and vary the |
input signal-to-noise ratio. The sample increment, &t, used

in all cases was 2 lUsec. Initiation of samplirng at the times

_tk = t_ + 2(k-1)7T (k = 1,2,...,K) was accomplished by a sequence

d
of pulses,synchronized with the sinusoidal output of the functicn

generator, acting as triggers for the analyzer. The factor of

2 in the expression for tk is to take into account the fact
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that the sampling of each 100 points took 200 pisec, thus

requiring that the separation between successive tk's be

two periods, 2T. That is, slightly more than one cycle

of the signal was sampled for each k and only every other

pulse could be used to trigger the analyzer. The delay time

td = 0 since no delay developed in the signal between the

output of the function generator and the input to the analyzer.
Given the final 100 point representation of the signal

. at the output of the analyzer, S, i=0, ..., 99, its

RMS amplitude would be calculated in the most general case

} . 2
according to s = V/loo S; - Since the signal here
O
is a sinusoid, a more convenlent‘measﬁrement of peak-to-peak
amplitude, S , was used to: determine S : 8 = 8 ZZJET
) . p-p rms rms PP

{No attempt was made to measure noise levels at the conclusion
of processing). The parameters affecting the final signal
amplitude.are the total number of summations K, the input
atteﬁtuation'(IA) of the analyzer, and whether the processing
}s done in the full or clip.mbde. In the full mode there is
a proportional relationship between the analog voltage

s(t) + N(t), being sampled and the digitized data stored and

' then summed, whereas the clip mode operates such that any
sampled positive voltage is digitized as a + 1 while any
negative voltage becomes a-l1. It is only in this clip mode
that the maximum J_EFTimprovement in signal—to~nbise ratio

. discussed previously can be obtained. The reason for this is
that different samples of a physical random process (e.g., '
the pressure fluctuations at a point in a jet) are usually

not incoherent, that is, some degree of correlation will
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exist between the process at a time t and t + T. Using the
full mode, any such correlation present in N(t) would cause the

. summation in Eg. IV-10 to grow at a rate faster than J_K,’
K

Z w¥_ o+ K (Iv-13)
i - - rms : ‘ ,
k=1
where, % < m < 1, depending on the degree of correlation.
The improvement in éignal-to—noise ratio after K summations
would suffer accordingly:

/RN

rms rms l-m (1V~14)

= K
s /®
rms rms .

The special processing .involved in the clip mode tends tb
nullify any existing correlation, in-which case Egs. IV-11&l2
remain wvalid. Implicit. in the use of this mode, however, is
the condition that the input signal-tc-noise ratio be somewhat
smaller than 1. In the limiting case of N(t) = 0, it can be
seen that this mode will take an input sinusoid and process

it into a square wave. Such distortion does not occur if the
input has a significant random component. All this leads to
the conclusion that, in the case of.signal recovery from a
background of high level random noise, clip is the reasonable
mode of operation, while the full mode is useful for “cleaning"”
~slightly noisy signals or for displaying clean signals in a

fo;mat comparable to other processed data.
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.ACalibratiOn curves for these two modes of operation are
shown in Figs.. 34 = 36. The signal amplitude at the conclusion
of processing in the full mode (Output srms) can be seen from
Fig. 34 to be directly proportional to the signal amplitude
being processed (Input Srmé) and the nunber of summations (K),
while inversely proportional to the input attenuation (IA).

The situation in the clip mode is quite different {(Fig. 35} .

Although still depending directly on the number of summations,

the output signal amplutide now varies in direct proportion to

| the signal-to-ratio of the data being processed - (Input Srms/Nrms)'
that is, it is inversely proportional to the RMS amplitude of the

noise from which this output signal is recovered. For large

signal-to-noise ratios, this linear relationship breaks down

ahd it can be seen that there is a limit to the output signal

amplitude which can be obtainedsfor a given number of summations.
rms '

As indicated by the arrow, foriN
T rms

cussed in the previous paragraph begins . to occur to the output

> .8, the distortion dis-~

signal. On the other hand, there is a limit (for a given K)
on how low a SNR can be processed to vield a signal free enough
of noise to be reasonably identified. This subjective limit is
indicated on the two curves of Fig. 35 by vertical lines. The

limit is lowered by a factor of two (from Nrms = .003 to .0015)

when the number of summations is increased rms from 128 x 1024
to 512 x 1024, This verifies the previous conclusion that,
in this mode of operation, the maximunm possible improvement

in. SNR should double if the number of summations is quadrupled.
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Fig. 35 also shows that the spectral content of the noise, or
whether the processing is performed on recorded data, has no
effect on the results. The curve in Fig. 36 indicates that
the‘output signal amplitude in the clip mode 1is independent
of the input attenuation setting of the analyzer if it is
chosen within a proper range. | '

A sequence of output sigﬁals obtained from ;he ¢lip mode
simulation processing are shown in Fig. 37. The variation of
signa; amplitude and definition (i.e., final SNR) with input
signal-to-ncise ratio is clearly demonstrated. That limit of
reasonable definition mentioned above can be seen to be some-
where between the fifth and sixth trace.

In the physical problem under consideration, the random
noise, N(t), to be dealt with (at some point ; in the jet flow)
is the pmeaS (;,t) discussed and surveyed in Section IIT.

These high level random pressure fluctuations act to critically
cbscure the presence of a periodic acoustic signal S(;;t) at
that point, whose source is an electroéacoustically generated
sinusoidal disturbance at the edge of the flow. To make use

of the results obtained in the electronic simulation just
described, it must be assumed that the jet pressure fluctuations
and the acoustic trace signal at éach.point ; combine in an
additive manner, that is, such that the transducer senses
S(;,t) + pmeas (;,t). Also required is that Pméas (;,t) bea

_ stationary, have zero mean, and be fully unporrelated with
S(;,t). Under these conditions, the transducer output voltage
can be recorded, along with a pulse train synchronized with the

signal source disturbance, and processed using the clip mode,
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ensemble averaging technique to recover a useful representation
of the unknown signal, S(;,t)i. The success of this Processing
has been seen to depend on the initial signal-to-noise ratio,
Srms(;}® ms(;)’ and the number of summations performed, K.

The definition of the final signal representation could thus

be improved by increasing the amplitude of the signal source,

or by decreasing the level of jet préssure fluctuations. The
only reasonable way to accomplish the latter is by 1owering'the
level of disturbances originating upstream of the nozzle. The

maximum number of summations possible in the processing is equal

to the number of cycles of the signal that are recorded, i.e.,

R oo = fTp | - (Iv-15)
where f is the signal frequency and'TR is the total duration of
each measurement in the flow. The choice of frequency is
restricted by the response limits of the signal generator and,
‘more importantly, by any phy51cal requirements of the propaga-
tlon study. The running time of the jet flow is determined
solely by the available air supply.

In the experimental application chosen for this study,
an attempt was'made to achieve values of these parameters,
within the limits of the facilities available, which would
optimize the signal recovery processing. Thus, a relatively
high acoustic signal frequency of 5500 Hz (T = 180 Hsecq)

.was used along with a total running time for each measurement
in the flow of 40 seconds. This allowed for Kmax = 220,000
possible summations, and a corresponding maximum possible

improvement in signal-to-noise ratio of approximately 53 db.
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The output amplitude of the signal geherator‘was also made as.
high as possible (~ 150 4B at the center of the horn exit plane).
As stated previously, no attempt was made to decrease the level
of jet pressure fluctuations by quieting the flow upstream of
the nozzle.

Once a measurement in the flow was processed, the signal
amplitude at the output of the analyzer was used, in conjunction
with the results of Fig. 35, to obtain the signal-to-noise ratio

S_ (x)/p (x). The acoustic signal amplitude at the point x

rms rms N

in the flow, Srms (x), was then determined by multiplication of

this ratio by prms(x) as measured during processing (i.e., since

the signal level in all cases was very small it could be assumed that
T

Prms(;) = Preas (;’t) rms = S(;'t) * Preas (;'t)] rms )
Differences in phase beétween signals at nearby positidns in the
flow or the development of non-linear distortion in the signal
could be estimated directly from the analyzer output representa-
tion; It should be noted that due to unsteadiness in the flow ,
the final signal properties represant an average over 40 seconds.
As a reference, a recording of the acoustic signal at each
point ; in still air ( i.e., without the jet flow) was also

processed. Since a strong noise background does not exist in

this case, the processing was done in the full mode of operation.

Cc. Results of Signal Recovery within the Two Jets

With the source area (the 3 inch diameter exit of the
catenoidal horn) located 4 inches below the centerline and
2 inches downstream of the nozzle exit as shown in Fig. 9,
an attempt was made to trace its sinuscidal acoustic diétufbance

through the two jet flows described in Section III.
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This consisted of an attempt to observe; through signal recovery
processing, the acoustic signal present at several positions
along the centerline of the jets (¥/D = 0) and along a parallel
line 1.5 inches below (Y/D = - ,2), for downstream distances
ranging only as far as 19 inches (¥/D = 2.7). Due to the high
levels of background pressure fluctuations and the limited
initial signal strength, successful recovery was restricted to
this initial section of the jets.

Signal traces resulting from the processing of measurements
at these positions in the balanced jet are presented in Fig.38-43,
(The spikes which appear on some of the traces just to the left
of center are due to an effect in the electronics and should be’
ignored.) At each position (identified according to the labels
assigned in Fig. 44), two traces are shown; the upper is of the
acoustic signal as it exists at that point in still air, while
the lower shows, when the recovery processing succeeds, the
signal arriving at that point in the presence of the supersonic
flow. Due to the sample increment used in the processing
(At = 2 usec), each of these 100 point traces is of 200 asec
of the signal, that is, of slightly more than one cycle.

Next to each trace is an indication of the sound pressure level
of the signal it represents. The variation of sighal level in
still air and within the flow is summarized in Fig. 44

The acoustic SLgnal field in still air can be seen to be
very complex. There is a significant amount of distortion
pccurring to the original sinusoidal disturbance as it propa-
gaﬁes both directly and after reflection from nearby surfaces
to each measuring position. The distortion itself can be related

to the high level of the initial disturbance, while the spatial
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complexity of the field is due to the high frequency of the
signal and the proximity of the signallgenerator to a number

‘'of scattering bodies (Fig. 9). One consequence of the high
frequency, and the resulting wavelength in still air of about

2.5 inches, is that signals originating from opposite edges of
the source disturbance arrive at some positions with significant.
phase shifts. The variation of signal level (Fig. 44) shows that,
in the vicinity of the generator where measurements were made,

the acoustic field is very directional with most of the energy
concentrated close to the axis of the horn.

Appreciable changes occur to the field in the presence of
the balanced supersonic flow. Although a strong directionality
pattern still exists (Fig. 45), it is now centered about a ray
making an angle of approximately 60° with the axis of the horn.
Since the Mach angle in the flow is 30° (M = 2), this is a
dembnstration that, once the initial disturbance crosses the
thin mixing layer present in this early stage of the jet, its
region of influence is determined (due to the supersonic con-
vection) by the characteristic lines in the flow. (two of which
are shown). As a result, little if any‘of the disturbance would
be able to reach points upstream of the characteristic which
emanates from the nozzle lip. This is clearly the case since no
signal is recovered at the first four positions along the center-
line and the first two along v/D = - .2 (Figs. 38-39). (When the
processing does not yield anything which can be reasonably identi-
fied as a signal, an estimate is made of the minimum signal level
which could have been recovered from the known noise level at each
point. This estimate is indicated in_Fig. 44 by horizontal
dashes. The signal level at these positions is then somewhere
below this mark.) The maximum signal levels attained within

the flow are lower than those in still air possibly due to the
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fact that nhot all of the source energy is transmitted
across the flow boundary, that is, some is reflected béck
toward the source. A series of measurements along both sides
of the flow boundary would be required to investigate the
mechanisms involved in the transmission of the disturbance
through the shear layer at the boundary. As would be
expected, the peak level along y/D = - .2 is slightly higher
than that along the centerline.in still air, but within the
flow the reverse is true. ‘This is perhaps’' an indication of a
focussing phenomenon which could be enhanced and explored
further using a circumferential distribution of source
disturbances around the periphery of the jet. An attempt
was made to determine whether the signal level downstream of
%x/D = 2.7 along the centerline increased due to an interior
reflection of the disturbance from the opposite edge of the
flow (i.e., at y/D = + .5}. Although there were some signs
of such an effect, the signals recovered in this region were
generally too weak to allow a definite conclusion to be reached.
The traces obtained in the presence of the flow, particu-
larly where the signal levels are high (Figs. 40 - 41), clearly
show that the source disturbance remains sinusoidal as it
propagates through the jet. The complex pattern of distortion
occurring to the signal profiles in still air does not exist
in the flow, at least as far as can be seen from the "cleanly”
_recovered signals. This could be due to the lowering of the
initial disturbance level by the reflection at the flow boundary
combined with the absence of any scattered fields within the
flow. On the other hand, this effect together with the absence
of significant phase differences between signals arriving at
‘various points within the flow (i.e., 6a, 6b, 7a, 7b)}, might

involve phenomena reqgquiring further investigation.

40



The measurements at two positions in the flow (6a and 5b)
were repeated and are presented as 6a’ and 5h ' in Fig. 45.
Except for slight differences in the still air signals (due
to errors in positioning the probe in the spatially intricate
field), the results show the basic reproducibility of the
" measurements and subsequent processing.

In Figs. 46 - 52 are presented the results of a sequence
of measurements tracing the acoustic signal within the over-
expanded jet (Pe = 10 psia). Other than the absence of data
for positions 8a and 8b, they consist of the same. set of
measurements made in the balanced jet. The interpretation of
the results here, however, is more difficult for two reasons.
The region of the jet through which the signal is being traced
is no longer one of constant mean flow velocity, but rather
consists of the previously described shock-cell structure.
Furthermore, at the time these measurements in the over-
expanded jet were made, the signal being recovered at each
peint in the flow was the sum of the usuallacoustic signal
plus a non-pressure (electrical) signal being induced
(eiectromagnetically) in the recording instrumentation by the
signal generating system. . The two main sources of this
spurious signal were found to be the proximity of-the loud-
speaker power amplifier to the transducer amplifiers and the
existence of a section of unshielded cable leading to the

loudspeaker. The signals recovered at the first few positions
in the flow (Fig. 46) were primrily due to these sources since
the points are outside the zone of influence of the acoustic
source. Thisrconclusion was verified by repeating the measure-
ments at two of these positions (la and 1b) using the "blind"
‘nose cone shown in Fig. 5 to seal-off the transducer from any

acoustic signal. The signal levels obtained from processing
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these meaéurements were only slightly lower than those obtained
with the transducer capable of sensing pressure fluctuations,
thus indicating that some acoustic signal can perhaps reach
these positions by upstream propagation through the subsonic
mixing and boundary layers .in the flow. The actual error
caused by the electrical signal would depend on the phase it
has relative to the acoustic signal at each point. {(The sources
of the electrical signal were largely eliminated prior to making
measurements in the balanced flow.) _

The signal traces obtained within the overexpanded Jet, as
‘'well as the variation of signal level sghown in Fig. 52,
must therefore be interpreted with some caution. However;
several of the basic phenomena observed for the signal in the
balanced jet can still be seen to occur here. The signal traces
recovered with some clarity (Figs. 47 and 48) again show that
the disturbance remains sinusoidal as it now propagates through
the various flow regions comprising the initial cell structure of
the overexpanded jet. There is also, as before, an absence of
large differences in phase between many of the signals. within
the flow. Although the acoustic signal field is again con-
vected downstream (Fig. 52), the shift is significantly less
than it was in the balanced flow. There are two possible reasons
for this. The most obvious is that the Mach number at which the
field is convected drops from M = 2 to M = 1.6 across the.first
shock in the flow shown in Fig. 52. Less obvious is the fact
ithat, due to this shock, the initial flow streamlines will be
deflected toward the centerline of the jet causing the flow
boundary to move away from the'signal source disturbance. Sinée
the convection would then begin closer to the lines along which
‘measuremehts were made, it is reasonable that the convected

distances are less. These two effects can be pictured more
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clearly in terms of the characteristics in the flow, The first
can be seen as an increase in the angle of the characteristic
lines with respect to the flow direction, and the second as an
upward (vertical) shift of the points from which the character-
istics emanate, _l 7

The failure to recover a signal at positions 3a and 10a
(Figs, 47 & 50) in the overexpanded jet was due to the unusually‘
high level of jet pressure fluctuations resuliting from the
presence, near these positions, of the first two Mach discs in -
the flow, '

Due to the restriction placed on the possible number of
measurements by the large high-pressure air supplies required
and the problems encountered in developing the signal tracing
éystems and procedures, a more complete mapping of the signal
field within the jets could not be achieved, Any continuing
investigation could in addition inéiude a study of the signal
transmitted through the jet into the sorrounding still air.

The axisymmetry of the jets suggests that a circumferential
distribution of sources (with various relative phases) at the
périphery of the flow would be more appropriate for the further
study of acoustic signal propagation within the flow. Useful
‘information concerning the propagation of disturbances through
the shock structure of overexpanded jets could be obtained by
tracing the acoustic signal from a source located on the

centerline upstream of the nozzle,
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V. CONCLUSTONS

Two cold supersonic jet flows have been investigated, both
exhausting from a 7 inch exit diameter convergent-divergent
nozzle. One was a perfectly expanded (shock-free) flow with a
jet Mach number Mj = 2; and -the other an overexpanded flow with
Mj = 1.8. Measurements of the static pressure fluctuations
within the two flows have indicated the existence of several
interesting phenomena. The maximum level of static pressure
fluctuations along the centerlire of both jets was found to be
near the end of their respective supersonic cores. However,
even with the lower mass flow, the levzls along the centerline
of the overexpanded jet were generally highéer than those for
the balanced jet. This was pafticularly the case in the area
of the Mach discs in the former flow where appreciable increases
in level were detected. The spectral composition of these static
pressure fluctuations tended to show that the higher levels along
the centerline of the overexpanded jet could be related to the
shock-cell structure present in that flow. Starting near the
exit of the nozzle with a level and spectral distribution of
upstream disturbances that was similar in both flows, the static
pressure fluctuatlons in the balanced jet increased with distance
downstream due to the addition of energy which could be traced to
disturbances originating in the mixing layer, while in addition
to this effect, the fluctuations in the overexpanded jet included
an amplification of disturbances propagating through the cell
structure. This was particularly evident for the low frequency
disturbances originating upstream of the nozzle (e.g., due to
mass flow fluctuations and the large size of the settling chamber).
Since this was the only probable source of disturbances with

frequencies on the order of 100 Hz, the growth in energy of the



static pressure fluctuations at these frequencies along the
centerline of the overexpanded jet could best be accounted for
in terms of the intensification of these disturbances by the
shock structuré in the core of this jet. Downstream of this
structure {(i.e., where the Jjet beccmes fully turbulent), the
level and spectrum of the fluctuations were again similar to
those in the balanced flow. | Another shock-related phenomenon
(screech) was believed to be the cause of a strong peak in
fluctuations between 800 and 900 Hz within the overexpanded jet.

The similarity between the two jets near the exit of the
nozzle and then after the flows become fully turbulent was also
evident in the profiles of the variation of static pressure
fluctuation level with radial distance from the centerline.

In the initial flows, these profiles showed a peak level
occurring in the mixing layer, and a lower, more constant level
about the centerline. Far downstream, the profiles in both jets
indicated a more uniform distribution of level across the fully
" turbulent flows. In between these regions, one significant
difference could be seen in the profiles for the two flows.
wWhile fhe peaks in the mixing layer broadened as the scale of.
mixing grew in the balanced jet, a shift in the peak level to
the centerline occurred in the overexpanded jet. The intensi-
fication of disturbances in the core of this jet was believed
to be responsible for the shift.

The tracing of an écoustic signal through the jets
required the development of two systems: ohe for externally
injecting and then detecting the signal within the flow, and
another that would allow for observation of the signal amidst
the random pressure fluctuations of the flow. An electro-
acoustic signal generator was chosen because of its relatively

high output over a wide frequercy range, the control it allows
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over signal shape, and the ease with which it permits synchro-
nization of the signal for subsequent processing. Sizé and

high frequency response were the basic criteria used in selecting
the transducers for sensing the signal {(and jet pressure fluctua-
tions); although obvious consideration had to be given to the
requirement that the high levels of mean and fluctuating jet
pressure were within the operating range of the transducers.

If not for this requirement, transducers with higher sensitivities
could have been chosen.

A survey of the -possible procedures available for recovering
or separating a periodic signal from a high level random noise
background led to the conclusion that ensemble averaging is
capable of yielding the most information about the signal (i.e.;
amplitude, relétive phase, and spectral composition). 2an elec-
tronic simulation study of the processing involved in this pro-
cedure was made to determine how various parameters affected the -
outcome and to calibrate the instrumentation being used. The
clarity with which the signal is recovered by the processing was
found to depend on the square-root of the number of cycles of
the signal available for processing. Obviously, it would also
directly depend on the initial signal-to-noise ratio of the
data being processed. But since the output level of the signal
generator was limited and the level of jet pressure fluctuations
(noise) could not be easily lowered, an attempt was made to
~maximize the effectiveness of the processing by increasing the
number of cycles of the signal sensed during a measurement in
the flow, that is, by choosing a high signal freguency (5500 Hz)
and running the flow for as long as possikle (40 seconds).

This combination permitted a maximum possible improvement in

signal-to-noise ratio of about 53 db.
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_ Even with this high degree of imp;ovement in signal
definition, the successfullapplication of these procedures

to the recovery of the acoustic signal within the jet flows
was restricted to a limited region of each flow. The data
that was acgquired did suggest the existence of several effects.
It clearly demonstrated ths supersonic convection of the
acoustic field and the resulting limited upstream influence

of the signal source. Also indicated was a possible increase
- of signal strength as it propagated toward the centerline of
the flow. Missing in the signél traces recovered within the
flows, however, was the development of any distortion in the
initial sinusoidal profile. Since this was seen to occur for
the acoustic field in still air, it would be of interest to
investigate why it doesn't within the flows. This would apply
as well to the absence of appreciable phase differences between
signals arrivirg at various points in each of the flows.

In general, both an anaiytical and experimental extension of
this investigation i1s required to fuily explore the many

observed phenomena.
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TRANSDUCER NO.I NO. 7

TYPE KULITE COS-125-100 [KULITE COS-125-100

SERIAL NO. 2065-4-1 2065-5-7
RATED PRESSURE 100 psi 100 psi
SENSITIVITY 293 mv/v/psi 331 mv/v/psi
MAX. INPUT VOLTAGE 5 VDG 75 VDG
OUTPUT IMPEDANGE 304 326 0
OPERATING TEMP. <250°F <250°F

PRESSURE SENSITIVE
AREA-.085" DIA.

CHANGE OF SENS.
WITH TEMP. (APPROX.)

+2.5% /100°F

*2.5%/100°F

NATURAL FREQ.
(APPROX))

130 kHz

I30kH 2

ACCELERATION SENS.
PERPENDICULAR
TRANSVERVE

0.0002 % FS/g
0.0000% % FS/q

0.0002 %FS /g
0.00004% FS/q

REF. TUBE
< (iFALED)
125" .=
__L %
o4d4 Lmyu
RED +IN
BLUE
GREEN
. +OUT
BLACK
-IN
WHITE ouT

“Fig. 6 Transducer Specifications and Circuitry
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